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MORE COMPACT, SHARPER  
INDIVIDUAL

TFT floor display from NEW LIFT

T he latest technology in a compact package, expandable hardware 
and high compatibility with previous models characterize the 

EAZ-TFT.7 CAN floor display. The sharp display with high contrast 
impresses with its timeless design and visually enhances your systems. 

MAIN FEATURES

	ཛྷ High-resolution 7" color display 

	ཛྷ 16 freely programmable inputs and outputs 

	ཛྷ Horizontal or vertical installation position 

	ཛྷ Can be used as an exterior or cabin status indicator 

	ཛྷ Gong & acoustic acknowledgment on board 

	ཛྷ Gong volume control via potentiometer on board 

	ཛྷ Support for emergency light function integrated 

	ཛྷ Emergency call pictograms "Please wait / speak" integrated 

	ཛྷ Design can be customized.



Volume control for the 
two-tone gong

Connection for two-tone gong

Connection for emergency light

CAN connection

acoustic call acknowledgment8 freely programmable inputs/outputs via 10 pin flat ribbon cable 

8 freely programmable inputs/outputs 
via 10-pin ribbon cable 

8 freely programmable inputs/outputs via screw terminals

8 freely programmable inputs/outputs via screw terminals
10-pin connection for programming adapter 

with SD card slot 
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TECHNICAL SPECIFICATIONS

Dimensions (L x W x H) 175 x 125 x 23 mm

Display area (W x H) 152.3 x 91.3 mm

Resolution 800 x 480 pixels / 65,000 colors

Supply voltage 12 - 24 V DC

Power consumption 20 - 300 mA at 12VDC

Output current max. 50 mA 

Bus speed 125 / 250 kbps

Bus termination 120 Ohm (jumper)

SPECIAL DISPLAYS / FUNCTIONALITY

	ཛྷ In addition to floor position and direction of travel, relevant events are automatically  
displayed as text or graphics. Preprogrammed events include overload, maintenance,  
fire, special trip, out of service, evacuation and fire brigade trip.

	ཛྷ Implementation of external departure arrows, key switches or buttons possible. 

	ཛྷ Configurable internal memory (via SD card)

Radius: 0.95 mm

Front view with  
display panel in place  

Drill holes: 4 mm  
Bolts: M3 x 20
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display cut-out 
tolerance: + 0.1 mm

Radius: 1 mm
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NEW LIFT
Service Center GmbH
Ruwerstraße 16
DE 54427 Kell am See

NEW LIFT Neue Elektronische Wege 
Steuerungsbau GmbH
Lochhamer Schlag 8
DE 82166 Gräfelfing

+49 (0) 89 898 66 0
+49 (0) 89 898 66 300

www.newlift.de
info@newlift.de

+49 (0) 6589 919 540
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